PM Peak-Hour Traffic Volume

PM Peak-Hour Brightwater Operational Traffic Volume

Daily Traffic Volume

Daily Brightwater Operational Traffic Volume

* Total represents Brightwater project trips minus existing trips
removed due to the displacement of current land uses.
Primary Portal

A Secondary Portal D

I W = Proposed Operational Truck Access Route

Note: Portals 39, 41, and 44 are primary for the Route 9 — 228th Street system
Portals 41 and 44 are primary for the Route 9 — 195th Street System.

Route 9
228th Street Corridor

Route 9
195th Street Corridor

The information included on this map has been compiled from
a variety of sources and is subject to change without notice.
King County makes no representations or warranties, express
or mplied, as to accuracy, completeness, timeliness, or rights
to the use of such information. King County shall not be liable
for any general, special, indirect, incidental, or consequential
damages including, but not limited to, lost revenues or lost
profits resulting from the use or misuse of the information
contained on this map. Any sale of this map or information on
this map is prohibited except by written permission of King
County.

Data Sources: King County Wastewater Treatment
Division, September 2002
Prepared by: CH2M HILL

File Name: 157689.P3.EP.33_W072003002SEA + Chapter figs
« Transportation Impacts * Figure 16-4 Route 9 Site 2010
Operational Traffic Conditions + 10/23/03 = gm/gr/lw (u)
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Figure 16-4
2010 Operational Traffic Conditions — Route 9 Site
BRIGHTWATER FINAL EIS




